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19 March 1987
SUPERSEDI NG

M L-V-17360D

2 July 1963

(See 6.5 and 6.7)

M LI TARY SPECI FI CATI ON

VALVES , CYLINDER, GAS, CARBON Di OXI DE
FI RE EXTI NGUI SHER

This specification is approved for use by all Departments and Agenci es
of the Departnent of Defense

1. SCOPE

1.1 Scope. This specification COVers cylinder valves for installation In
15- and 50-pound capacity carbon di oxi de cylinders enployed as portable or fixed
fire extingui sher conponents.

1.2 Part nunber The part nunber shall consist of the letter “M followed
S T . see 6.2.1).
by the specification number, and a assigned dash number ( )
Exafipl.ie::
M 17360 _f]%.
—— - —_—
Prefix to Specification Dash number for class
indicate a nunber identifier (see 1.3)
mlitary

specification

13 dassification. Oyl inder val ves shall be of the followi ng classes as
specified (see 6.2.1):

Cass B - Manual operation (squeeze grip) for 15-pound capacity
portabl e extinguishers.

Class C - piston operated (gas, pressure nmedia) for 50-pound
capacity cylinders in hose reel or fixed pipe systens.

o . - del etions) and any pertinent
Beneficial coments (recommendations, %qgltuyns )
data which may be of use in inproving I's document should be addressed to
Commander, Naval Sea Systems Command, SEA 5523, Departrment of the Navy,
Washi ngton, DC 20362-5101 by using the self-addre?%%deﬁha% a&?ﬁgath%%n%%%ug?nt
!by letter.

AVEC NAOSE FSC 4210
DI STRI BUTI ON STATEMENT A Approved for public rel ease; distribution unlimted
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2. APPLI CABLE DOCUMENTS

2.1 Governnent docunents.

M L- V- 17360E

2.1.1 Specifications and standards. The follow ng specifications and stan-

dards forma part of this specification to the extent specified herein. Unless
ot herwi se specified, the issues of these docunents shall be those listed in the
i ssue of the Department of Defense |Index of Specifications and Standards (DoDl SS)
and suppl ement thereto, cited in the solicitation.

SPEC! FI CATI ONS
FEDERAL
QQ B- 626 -
QQ B- 637 -
QQ S- 766 -
M LI TARY
M L- V-3 -

M L-S-901 -

M L- E- 2185 -
M L- E-2186 -

ML-1-17214 -
M L- E- 24269

STANDARDS

FEDERAL
FED- STD- H28
FED- STD-H28/ 7 -

FED- STD- H28/9 -

M LI TARY
M L- STD- 105

(Copi es of specifications
tion with specific acquisition
activity or as directed by the

Brass, Leaded and Non-Leaded: Rod, Shapes,
Forgings, and Flat Products with Finished
Edges (Bar and Strip).

Brass, Naval: Rod, Wre, Shapes, Forgings,
and Flat Products with Finished Edges (Bar,
Flat Wre, and Strip).

Steel Plates, Sheets, and Strip - Corrosion
Resi sting.

valves, Fittings, and Flanges (Except for
Systenms |ndicated Herein); Packaging of.

Shock Tests, HI. (H gh-lnpact):  Shipboard

Machi nery, Equipnment and Systems, Requirements
for.

Extingui sher, Fire, Carbon Dioxide (Hose Reel)
System (Naval Shipboard Use).

Exti ngui sher, Fire, Carbon Dioxide Systenms (Fixed
Pi pe, Naval Shipboard Use).

I ndicator, Perneability; Low M (Go-No GO).
Extingui sher, Fire, Carbon Dioxide, 15 Pound,
Portabl e, Permanent Shutoff, Navy Shipboard Use.

Screw Thread Standards for Federal Services.
Screw Thread Standards for Federal Services,
Section 7, Pipe Threads, GCeneral Purpose.
Screw Thread Standards for Federal Services,
Section 9, Gas Cylinder Valve Qutlet and

Inl et Threads.

Sanpling Procedures and Tables for I|nspection
by Attributes.

and standards required by contractors in connec-

functions should be obtained fromthe contracting
contracting activity.)
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M L- V- 17360E

2.2 O her publications. The foll owi ng docurments forma part of this sj
fication to the extent specified herein, Unless otherw se specified, the iss
of the docunments which are DoD adopted shall be those listed in the issue of
DoDI SS specified in the solicitation. Unless otherw se specified, the issues
docunents not listed in the DoDI SS shall be the issue of the nongovernment dc
ments which is current on the date of the solicitation.

AMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM
B 117 - Standard Method of Salt Spray (Fog) Testing.
(DoD adopt ed)

(Application for copies should be addressed to the American Society for
Testing and Materials, 1916 Race Street, Philadelphia, PA 19103.)

COVWPRESSED GAS ASSOCI ATION, | NC. (C&A)
S-1.1 - Pressure Relief Device Standards - Part 1 - cylinders
for Conpressed Cases
C14 - Procedures for Fire Testing of D.OT. Cylinder Safety
Rel i ef Device Systens.

(Application for copies should be addressed to the Conpressed Gas
Association, Inc., 1235 Jefferson Davis Hi ghway, Arlington, VA 222020)

(Nongover nnent standards and other publications are normally avail able
from the organi zations which prepare or which distribute the docunents.  Thes
docunents al so nay be available in or through libraries or other infornmationa
services.)

2*3 O der of precedence. In the event of a conflict between the text c
this specification and the references cited herein (except for associated det
specifications, specification sheets or M5 standards), the text of this spec
cation shall take precedence. Nothing in this specification, however, shal
supersede applicable Iaws and regul ations unless a specific exenption has bee
obt ai ned.

3. REQUI REMENTS

3.1 First article. \Wen specified in the contract or purchase order,
a sanmple shall be subjected to first article inspection (see 4.3 and 6. 3).

3.2 Materials. Materials shall be as specified herein and, where not s
fied, shall be of the best quality. Materials shall be free fromany chenica
physi cal defects which mght affect the reliability and serviceability of the
finished products.

3.2.1 Valve. Unl ess otherw se specified (see 6.2.1), the valve shall &
forged brass in accordance with QQ B-626 (copper alloy nunmber 37700) or QQ B-
(copper alloy number 48200). The allowabl e magnetic perneability of the
assenbl ed val ves shall not exceed 2.0 when tested in accordance with ML-I-17

3
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M L- V- 17360E

3.2.3 Recovered materials. Unless otherw se specified herein, all equip-
ment , material, and articles incorporated in the products covered by this speci-
fication shall be new and may be fabricated using naterials produced from
recovered materials to the maxi mum extent practicable w thout jeopardizing the
intended use. The term “recovered materials” neans materials which have been
col lected or recovered fromsolid waste and reprocessed to becone a source of
raw materials, as opposed to virgin raw naterials. None of the above shall be
interpreted to nean that the use of used or rebuilt products is allowed under
this specification unless otherw se specifically specified.

3.3 Construction and conponents. Valves shall be of the pressure-seated
type that shall withstand an internal pressure of 3360 pounds per square inch
(I'b/in2) without evidence of defornmation or |eakage, when tested in accordance
with 4.5 11.

3.3.1 Cass B valve. The class B valve shall be of the pressure-seated,
positive shut-off, manually-operated squeeze grip type. The class B valve shall
contain the follow ng maj or conponents:

(a) Val ve body.

(b) Operating |ever.

(c) Carrying handl e.

(d) Siphon tube.

(e) Pressure-relief device.
(f) Locking pin.

(g) Lock-open device.

3.3.1.1 Valve body. The valve body shall have an inlet connection, outlet
connection, and hanger |ug.

3.3, 1.1.1 Inlet connection. The inlet connection shall be located at the
base of the val ve. It shall be threaded with external (male) 1.0 11.5NGT threads.
The val ve shall be drilled and tapped with 1/8-27NPT threads to receive the siphon
t ube.

3.3.1. 1.2 Qutlet connection. The outlet connection shall be |ocated
parallel to or inline with the valve handle for attachnent of a discharge hose.
It shall have external 0.25-18NPSMthreads and incorporate an anti-recoil feature.

3.3.1.1.3 Hanger lug. The valve body shall have an integral hanger |ug for
a hook-type bul khead bracket. The hanger lug shall have a lug hole with a m nimm
diameter of 0.5 inch. The center of the lug hole shall be a mnimmof 1.25
inches fromthe center of the valve and | ocated 90 degrees in a countercl ockw se
direction fromthe valve handl e when viewed fromthe top of the valve.

3.3.1.2 Operating lever and carrying handle. The operating |ever and
carrying handle for class B valve shall be brass in accordance with QQ B-626
or corrosion resisting steel (CRES) in accordance with QQ S-766 with a mninmum
t hi ckness of 0.040 inch after forming. The lever and handl e shall be attached
to the valve body by pins or rivets of brass or CRES. Pins or rivets shall be
spun over or otherwise closed on both ends. The |ever and handle shall pass
the tests as specified in 4.5.9.
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M L- V- 17360E

3.3.1.3 Siphon tube. Wen specified (see 6.2.1), a siphon tube shall be
securely fastened to the valve body. The siphon tube shall be fabricated of a
nonferrous nmetal with a heavy copper base. It shall be as shown on figure 1.
The length of the siphon tube shall be such that, when the valve is inserted

in the cylinder, the tube shall extend to within approximately 0.5 inch of the
cylinder bottom

3.3.1.4 Pressure-relief device. The valve shall be fitted with a pressure-
relief device, type CG 1 (rupture-disk device), in accordance with CGA S 1.1 with
a rated bursting pressure of 2650 to 3000 |b/in2 gauge. The pressure-relief
device shall consist of a rupture disk, rupture disk washer, and rupture disk nut
as shown on figure 2. A fusible plug type pressure-relief device shall not be
acceptabl e

3.3.1.5 Locking pin. The valve shall be fitted with a |ocking pin as shown
on figure 3. The locking pin shall pass through the operating lever in such a
way that the valve will not operate with the locking pin in place. The I ocking

pin shall be held captive to the valve by a short piece of retainer chain (or
equivalent) , so that it will not be lost during the operation of the valve, The

| ocking pin shall not interfere with the functioning of the valve or safety
rel ease device.

3.3.195.1 Tanper seal. A visible mechanical tanper seal shall hold the
locking pin in the safe position. Use of or tanmpering with the valve shall break
the tanmper seal. The seal shall be able to be replaced by shipboard personnel

3*3.1.6 Lock-open device. The valve shall be fitted with a D-ring type
| ock-open device as shown on figure 4. It shall be permanently affixed to the
carrying handl e and shall engage with the operating lever to pernmt the valve
to be | ocked open.

3.3.2 Jass C valve. The class C valve shall be a piston-operated (gas,
pressure nedia) valve as shown on figure 5. It shall contain the follow ng ngjor
conponent s:

(a) Valve body.
(b) Siphon tube.
(c) Pressure-relief device

3.3.2.1 Valve body. The valve body shall consist of a vertical-notion
back-pressure seated main valve and an auxiliary or pilot valve.

3.3.2.1.1 Auxiliary or pilot valve. The auxiliary or pilot valve shal
permt charging of the valved cylinder. It shall be positively seated by the
pressure of the gas within the charged cylinder but may be unseated by mechanica
means for either charging of the cylinder or operation of the main valve disk
to discharge the contents of the cylinder. The latter function shall be accom
plished by means of a passage incorporated in the valve body |eading fromthe
di scharge side of the pilot valve to an annular groove in the face of the nain
body.
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M L- V- 17360E

3.3.2.2 Siphon tube. Wen specified (see 6.2.1), a siphon tube shall be
securely fastened to the val ve body. It shall be fabricated of a nonferrous

metal with a heavy copper base and shall be as shown on figure 1. The length o.
the siphon tube shall be such that when the valve is inserted in the cylinder,
the tube shall extend to within approximately 0.5 inch of the cylinder bottom

3.3.2.3 Pressure-relief device. The valve shall be fitted with a pressure-
relief device as specified in 3.3.1.4.

3.4 Performance characteristics.

3.4.1 Corrosion resistance. The valve shall operate after exposure to the
salt spray atnosphere as specified in 4.5.4. There shall be no sign of corrosion
in the valve.

3.4.2 Shock. The valve shall operate follow ng the high-inpact shock tests
as specified in 4.5.5.

3.4.3 Discharge characteristics.

3.4.3.1 Cass B valve. The class B valve shall permt the continuous dis-
charge to gas point of the contents of a nom nal 15-pound charge of carbon dioxide
in not less than 8 seconds nor nore than 35 seconds when tested in accordance with
4.5.6. The term “gas point”, as used herein, is defined as the tine when the
conbi ned snow and gas di scharge changes into a purely gaseous condition.

3.4.3.2 dass C valve. The class C valve shall permt the continuous
di scharge to gas point of the contents of a nom nal 50-pound charge of carbon
di oxide in not more than 20 seconds when tested in accordance with 4.5.6.

3.4.4 Tenperature range. The valve shall operate over a tenperature range
of mnus 40 to 130 degrees Fahrenheit (°F) when tested in accordance with 4.5.7

and 4.5.8

3.4.5 Leakage. The valve shall show no | eakage when tested as specified in
4. 5*3.

3.5 ldentification nmarking. Each valve shall be marked in a permanent
manner with the nane or trademark of the nmanufacturer. In addition, the follow
ing marking shall be stanped or cast on the opposite side of the body:

3.6 Drawings. Wien specified in the contract or order, draw ngs shall be
prepared (see 6.2.2).

3.7 Workmanshi p. The val ves shall be of the configuration, materials,
and thread types as specified herein, and shall contain no visible defects or
foreign materials. They shall operate as specified herein w thout malfunction

or irregularities.
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M L- V- 17360E

4. QUALITY ASSURANCE PROVI SI ONS

4.1 Responsibility for inspection, Unless otherwise specified in the con-
tract or purchase order, the contractor is responsible for the performance of al
i nspection requirenents as specified herein. Except as otherwi se specified in
the contract or purchase order, the contractor nmay use his own or any other
facilities suitable for the performance of the inspection requirenments specified
herein, unless disapproved by the Governnent* The CGovernnent reserves the right
to performany of the inspections set forth in the specification where such
i nspections are deened necessary to assure supplies and services conformto
prescribed requirenents.

4.1.1 Responsibility for conpliance Al items nust neet all requirenents
of sections 3 and 5. The inspection set forth in this specification shall becone
a part of the contractor’overall inspection systemor quality program The
absence of any inspection requirements in the specification shall not relieve
the contractor of the responsibility of assuring that all products or supplies
submtted to the Government for acceptance conply with all requirenents of the
contract. Sanpling in quality confornmance does not authorize subm ssion of known
defective material, either indicated or actual, nor does it commt the Government
to acceptance of defective naterial

4.2 Cassification of inspections. The inspection requirenments specified
herein are classified as foll ows:

(a) First article (see 4.3).
(b) Quality confornance (see 4.4).

4.3 First article inspection. First article inspection shall consist of
the exami nation and tests specified in 4.5, except for 4.5.3, and shall be
perfornmed in the order |isted.

4.3.1 Sanpling for first article inspection. A sanple shall be subjected
to the first article inspection specified herein. Twelve sanple pressure relief
devi ces shall be subjected to the tests specified in 4.5.10.

4,3.2 First article inspection report. Wen specified in the contract or
order, a first article inspection report shall be prepared (see 6.2.2)e

4.4 Quality conformance inspection. Quality conformance inspection shal
consi st of the inspection report as specified in 4.4.2, visual exanmination as
specified in 4.5.1, and the tests specified in 4.4.4 and 4.4.401

4.4.1 Inspection lot.. Al valves of the sane class, manufactured under
essentially the sane conditions, and offered for delivery at one tine shall be
considered a lot for the purpose of quality confornance inspection. For testing
of pressure relief devices, a lot shall be as defined in CGA S-1.1.

4.4.2 Quality conformance inspection report. \Wen specified in the con-
tract or order, a quality conformance inspection report shall be prepared (see
6.2.2) with each inspection |ot.
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M L- V- 17360E

4.4.3 Sanpling.

4.4.3.1 Valves. Sanpl e val ves shall be selected at randomin accordance
with ML-STD 105, inspection level |1, acceptable quality level (AQ) 1.5 percent
defective for major defects and AQL 4.0 percent defect for mnor defects. Mjor
and m nor defects shall be as defined in table I.

TABLE I. Cdassification of defects.
Cat egori es Def ect s Requi r enent
Critical None det erni ned.
Maj or :
101 Material not as specified. 3.2 through 3.3.2.2
102 Class and type not as specified. 102
103 Conponents m ssing, daneged, 3.2 through 3.4.4
defective, foreign natter
present, irregularities, or
mal f uncti oni ng.
M nor
201 Mar ki ng not as specified. 3.5

4.4.3.2 Pressure-relief devices. Sanpl e pressure-relief devices shall be
sel ected in accordance with CGA S 1.1 (see 4.4.4.1).

4.4.4 Val ves. Each of the sanple valves selected in accordance with 4.4.3.1
shall be subjected to the test specified in 4.5.3 or 4.5.3.1 to deternine confor-
mance with this specification, except that the sanple shall consist of 100 percent
of production if the test of 4.5.3.1 is perforned.

4.4.4.1 Pressure-relief devices. Each of the sanple pressure-relief devices
sel ected in accordance with 4.4.3.2 shall be subjected to the test specified in

4.5.100

4.5 Methods of inspection.

4.5.1 Visual exam nation. Each sanple valve shall be visually examned to
verify conformance with this specification. This shall include verifying that
the class and type is as specified, no conponents m ssing, no damaged or defec-
tive parts, no foreign matter present, and no irregularities or nalfunctioning.

4.5.2 Thread gauging. For each sanple valve, the inlet connection and
outl et connection threads shall be gauged in accordance with FED STD H28/7 and
FED- STD- H28/ 9 usi ng inspection class gauges.

4.5.3 Leakage test (quality conformance). \Wile pressurized at a m ni mum
pressure of 850 Ib/in2 on the inlet side at approximately 70 F, each sanple valve
shall be subnerged in water for a mninmmof 90 seconds. Evidence of |eakage or
ot her signs of failure shall be cause for rejection
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4.5.3.1 Alternative |eakage test. This test shall be considered as
evi dence of conformance with 4.5.3 if perforned on 100 percent of production
Wil e pressurized at a mninum of 1000 Ib/in2 on the inlet side at approximtely
70 F, each valve shall be subnerged in water for a m ninum of 60 seconds
Evi dence of |eakage or other signs of failure shall be cause for rejection.

4.5.4 Salt spray corrosion test. Each valve (except for siphon tube) shal
be subjected to the salt spray (fog) test in accordance with ASTM B 117, except
that the salt solution shall be 20 percent, for a period of not less than 200
hours . For the purposes of this test, the inlet and discharge openings of the
val ve shall be plugged to prevent salt spray fromentering the valve, At the
conclusion of the above exposure, the valve shall perform satisfactorily, as
denonstrated in the follow ng tests.

4.5.5 Shock test. The valve shall be mounted on its respective cylinder
and subjected to shock testing for grade A, class I, type A [|ightweight equip-
ment, as specified in ML-S-901. The cylinder on which the valve is nounted
shall be filled to 68 percent or nore of its volume with water and pressurized to
850 I b/in2 with air or nitrogen. At the end of the shock test, the valve shal
stand for a minimumof 10 minutes. Distortion or |eakage shall be evidence of
failure. The val ve shall be operated for a mininmumof tw short blasts. Failure
to operate properly shall be evidence of failure. Successful shock testing for
conformance with ML-E-2185, ML-E-2186, or ML-E-24269 (as applicable) shall be
consi dered evi dence of conformance with the shock requirenents specified herein.

4.5.6 Discharge duration test. The valve with siphon tube shall be nounted
on its respective cylinder. For a class B valve, the cylinder shall be as speci-
fied in ML-E-24269 and charged with 15 + 0.5 pounds of carbon dioxide. For a
class C valve, the cylinder shall be as specified in ML-E-2185 or ML-E-2186 and
charged with 50 + 1 pounds of carbon dioxide. The cylinder and valve shall be
conditioned to 70 F. The valve shall be fully and continuously opened until the
gas point is reached. The duration of discharge fromactuation to gas point
shall be recorded. Failure to meet the discharge duration criteria of 3.4.3.1
or 3.4.3.2 (as applicable) shall constitute failure of this test.

4.5.7 Low tenperature storage and operation test. The valve wth siphon
tube shall be nounted on its respective cylinder and charged wi th carbon dioxide.
After the valve and cylinder have been dried to elimnate noisture, they shal
be placed in a cold room and the tenperature reduced to mnus 40 F. A small-

di ameter tube shall be attached to the discharge connection to determ ne |eakage.
The length of the tube shall be kept to a mninum its free end shall be inmersed
into an antifreeze solution. The antifreeze solution shall not come in contact
with the valve. The valve shall renmain at mnus 40°F for a period of 6 hours.
Exam ne the valve for |eakage. Operate the valve for at least four short bursts
Exam ne the valve for |eakage. Failure to operate or evidence of |eakage or
damage shall be cause for rejection

4.5.8 H gh tenperature storage and operation test. The valve wth siphon
tube shall be nmounted on its respective cylinder and charged with carbon dioxide
to not nmore than 60 percent of the cylinder volumes The valve and cylinder shal
be subnerged in water at 130 F for a period of 4 hours. Exanmine the valve for
| eakage. Qperate the valve for at |least four short bursts. Examne the valve
for leakage. Failure to operate or evidence of |eakage or damage shall be cause

for rejection.
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4.5.9 Handle and lever 'test(class' B valves only). A load of 200 pounds

shall be applied vertically to the. carrying handle as normally installed on the
valve. There shall be no evidence of’ damage to or permanent distortion of the
carrying handle or attaching parts.” The valve shall be pressurized to 2000

I b/in2 through the inlet connection and cycled for 100 operations by manua
operation of the lever. “ Failure to operate, evidence of damage, or permanent
distortion of the operating” lever or attaching parts shall constitute failure
of this test.

4.5.10 Pressure relief “device tests. - The sample disks selected in accor-
dance with 4.4.4.1 shall be tested in accordance with CGA C-14 and S-1.1

4.5.11 Hydrostatic tests. . The 'valves shall have the pressure relief device
renoved and replaced with a solid plug. ‘The valve outlets, including pilot fill-
ing connection, shall be unobstructed. The valve shall be subjected to a hydro-
static pressure of 3360 Ib/in2 at. the inlet connection for a period of 10 minutes
wit hout evidence of |eakage through- the body or valve seats

4.6 |nspection of packaging. Sanple packages and packs, and the inspection

of the preservation-packagi ng, packing and marking for shipment and storage shal
be in accordance with the requirements of section 5 and the docunments specified

t her ei n.

5. PACKAG NG

(The packagi ng requirenments specified herein apply only for direct Govern-
ment acqui sition. For the extent of applicability of the packaging requiremnments
of referenced docunents listed in section 2, see 6.4.)

5.1 Preservation and packing. Valves and valve parts shall be preserved
level A C orcommercial and packed level A B, Cor comercial as specified
(see 6.2.1) and marked in accordance with ML-V-3

5.2 Valve and thread protection. External (male) threads and openings on
class C cylinder valves shall be protected by a screw cap of brass or plastic
material to prevent burring of threads or accurmulation of dirt in the outlet
connecti ons. Each cap shall be provided with a suitably |located vent hole to
permt the escape of gas pressure which nay |eak through the valve seat. I nl et
t hreaded connections, when exposed, shall be protected by a plastic cap or card-
board ferrule.

6.  NOTES

6.1 Intended use. The valves covered by this specification are intended
for installation in cylinders used in carbon dioxide fire extinguishers and

systens specified in ML-E-2185 ML-E-2186, and M L-E-24269
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6.2 Ordering data.

6.2.1 Acquisition requirenments. Acquisition docunents should specify the
fol | owi ng:

(a) Title, nunber and date of this specification.

(b) Cass required (see 1.3).

(c) Part nunber (see 1.2).

(d) Whether naterial other than forged brass is required for the

val ve body (see 3.2.1).

(e) Whether siphon tube is to be furnished separately or assenbl ed
with valve (see 3.3.1.3 and 3.3.2.2).

(f) Level of preservation and packing (see 5.1).

6.2.2 Data requirenents. When this specification is used in an acquisi-
tion and data are required to be delivered, the data requirements identified
bel ow shall be devel oped as specified by an approved Data |tem Description (DD
Form 1664) and delivered in accordance with the approved Contract Data Require-

ments List (CDRL), incorporated into the contract. \Wen the provisions of DoD
FAR Suppl enent, Part 27, Sub-Part 27.410-6 (DD Form 1423) are invoked and the

DD Form 1423 is not used, the data specified below shall be delivered by the
contractor in accordance with the contract or purchase order requirenents
Deliverable data required by this specification are cited in the follow ng
par agr aphs.

Par agr aph no. Data requirenment title Applicable DD no. Option
3.5 Dr awi ngs, engi neering Dl - E-7031 Level 2
and associated lists
4.3.2 First article inspection DI - T- 4902
report
4.4.2 I nspection and test reports Dl - T-5329

(Data item descriptions related to this specification, and identified in
section 6 will be approved and listed as such in DoD 5010.12-L. , AweDL. Copies
of data item descriptions required by the contractors in connection with specific
acqui sition functions should be obtained fromthe Naval Publications and Forns
Center or as directed by the contracting officer.)

6.2.2.1 The data requirements of 6.2.2 and-any task in sections 3, 4, or
5 of this specification required to be perfornmed to neet a data requirenment nay
be wai ved by the contracting/acquisition activity upon certification by the
offeror that identical data were subnitted by the offeror and accepted by the
Governnent under a previous contract for identical itemacquired to this speci-
fication. This does not apply to specific data which may be required for each
contract regardl ess of whether an identical item has been supplied previously
(for exanple, test reports).

6.3 First article. Wien a first article inspection is required, the items
should be a first article sanple. The first article should consist of two units.
The contracting officer should include specific instructions in acquisition docu-
ments regarding arrangenents for examinations, approval of first article test
results and disposition of first articles. Invitations for bids should provide
that the Government reserves the right to waive the requirenent for sanples for
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first article inspection to those bidders offering a product which has been
previously acquired or tested by the Government, and that bidders offering such
products, who wish to rely on such production or test, must furnish evidence with
the bid that prior Governnent approval is presently appropriate for the pending

contract.

6.4 Sub-contracted material and parts. The packaging requirements of
referenced docunents listed in section 2 do not apply when material and parts
are acquired by the contractor for incorporation into the equi pnment and |ose
their separate identity when the equi pnent is shipped.

6.5 Supersession data. This specification includes the requirements of
M L-V-17360D dated 2 July 1963 (see table II).

TABLE II.  Supersession data.

M L- V- 17360E M L-V-17360D
Cass B Cass B
Cass C Gass C
——————— Cass A

6.6 Subject term (key word) listing.

Cylinder, carbon dioxide
Pressure seated

Val ve, manual operation
Val ve, piston operated

6.7 Changes from previous issue. Asterisks are not used in this revision
to identify changes with respect to the previous issue due to the extensiveness

of the changes.

Cust odi ans: Preparing activity:
Arny - ME Navy - SH
Navy - SH (Project 4210-0375)

Air Force - 99

Review activities:

Arny - CE
Navy - YD
Air Force - 84
DLA - Cs

User activity:
Navy - MC
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FIGURE 2. Safety nut, washer and disk.
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INSTRUCTIONS: In a continuing effort to make our standardization documents better, the DoD provides this form for use in
submitting comments and suggestions for improvements. All users of military standardization documents are invited to provide
suggestions, This form may be detached, folded along the lines indicated, taped along the loose edge (DO NOT STAPLE), and
mailed. In block 5, be as specific as possible about particular problem areas such as wording which required interpretation, was
too rigid, restrictive, loose, ambiguous, or was incompatible, and give proposed wording changes which would alleviate the
problems. Enter in block 6 any remarks not related to a specific paragraph of the document. If biock 7 is filled out, an
acknowledgement will be mailed to you within 30 days to let you know that your comments were received and are being

considered.

NOTE: This form may not be used to request copies of documents, nor to request waivers, deviations, or clarification of
specification requirements on current contracts. Comments submitted on this form do not constitute or imply authorization
to waive any portion of the referenced document(s) or to amend contractual requirements.

(Fold along this line)

(Fold along this line)

DEPARTMENT OF THE NAVY
COMMANDER NO POSTAGE
NAVAL SEA SYSTEMS COMMAND (SEA 55Z3) NFECESSAéRY
DEPARTMENT OF THE NAVY Fnene?
WASHINGTON, DC 20362 UNITED STATES

renacry ronrnvare usesoo | BUSINESS REPLY MAIL

FIRST CLASS PERMIT NO. 12503 WASHINGTON D. C.

POSTAGE WILL BE PAID BY THE DEPARTMENT OF THE NAVY

COMMANDER
NAVAL SEA SYSTEMS COMMAND (SEA 5523)
DEPARTMENT OF THE NAVY
WASHINGTON, DC 20362

Source: https://assist.dla.mil -- Downloaded: 2016-12-11T07:10Z
Check the source to verify that this is the current version before use.




STANDARDIZATION DOCUMENT IMPROVEMENT PROPOSAL

(See Instructions — Reverse Side)

1. DOCUMENT NUMBER 2. DOCUMENT TITLE ‘I
MIL-V-17360E Valves, Cvliinder. Gas., Carbon Dioxide Fire Extinquisher [
3a. NAME OF SUBMITTING ORGANIZATION 4. TYPE OF ORGANIZATION (Merk one) o

[] vewoon

[ usen

D MANUFACTURER

b. ADDREBS- (Street, City, State, ZIP Code)

D OTHER (Specify):

'
—————————

5. PROBLEM AREAS
a. Paragraph Number and Wording:

b. Recommended Wording:

c. Resson/Rationale tor Recommendation:

6. REMARKS
i
76. NAME OF SUBMITTER (Last, First, MI) — Optional b. WORK TELEPHONE NUMBER (Include Aru—l
Code) — Optional
. MAILING ADDRESS (Street, City, Stote, ZIP Code) — Optional 8. DATE OF SUBMISSION (Y YMAMDD)
ol
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